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Radio Face Assembly

Step #1  Connecting the Radio Face.

Parts Needed | Steps 1&2

Radio Face x(1) Small Screws x(4)Radio Motor x(1)A Z F

Plug the two ribbon cables from the Radio Motor into the Radio Face. 

IF YOUR RADIO FACE INCLUDED A 
Y-CONNECTOR CONTROL HARNESS: 

Unplug and remove the Y-connector 
harness  shown in red. This is not 
needed for installation on this Motor. 

If your radio face did not include a 
Y-connector harness  skip to the 
next section.

Back of Radio Face Front of Motor

Single Molex

Dual Molex

Dual Molex

Single Molex

There are two types of Molex Connectors, a single and double bank. Make 
sure to correspond these to the connectors on the radio face. 

Tuck any access cable back into the motor house opening.
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Radio Face Assembly

Step #3  Attaching the DIN Brackets

Step #2  Attaching Radio Face to Motor

Parts Needed | Step 3

DIN Bracket x(2) Infi niMount 
Screws x(8)D K

Using the 8 screws (K) included in the Radio Motor box, install the DIN 
Brackets (D) to the sides of the Radio Motor.  Adjust the brackets forward until 
they meet the back of the radio face. 

Be careful not to bend the brackets to ensure proper fitment into the DIN Sleeve. 

Attach the Radio Face to the 
Radio Motor with the four 
small screws (F) located in 
the small orange bag.
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C

NOTE:
Complete 
after Step 5

Step #4 Installing the DIN Sleeve

Control Knob Set X(1)

Parts Needed | Steps 4

DIN Sleeve DIN REMOVAL KEYSC B E

DIN Repair Sleeve & Knob Installation

Insert the DIN Sleeve(C) into 
your dash opening.

Using a screwdriver, push down the sleeve tabs on all four sides of the DIN 
Sleeve to secure it into the dash opening.

After the main wiring harness is plugged into the back of the radio (Step 5), 
slide the radio assembly into the DIN Sleeve until the unit clicks into place.

Install the included knob sets(B) onto the 
right and left control shafts. 

To Remove the radio after installation: 
insert the supplied DIN KEYS (E) into the 
sides of the radio. Once fully seated the 
radio can be pulled out.
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Wiring the Radio

Locate the three wiring harnesses: Main Wiring Harness(G), Speaker 
Harness(H), and Power Harness(I) from  your Radio Motor box. Using the 
Power Harness and Speaker Harness, connect the bare wire ends of your 
power and speaker wires to the appropriate power and speaker locations 
in your vehicle (see wiring diagram included in your Radio Motor box). Then 
connect the Main Wiring Harness to the back of the Radio Motor. 

Do not connect the Speaker and Power Harnesses to the Main Wiring 
Harness until Step #6. 

If you find this step too difficult, consult with a local audio installation 
professional, or contact us at tech@retromanufacturing.com for assistance.

Step #5 Connect the Wiring Harness

Parts Needed | Step 5

Your connections 
will vary depending 
on the unit 
purchased. Refer 
to the wiring 
diagram included 
in your Radio Motor 
box for specific 
connections. 

Speaker Harness x(1) Power Harness x(1)

Main Wiring Harness x(1)

H

G

I
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Attaching the Backstrap

Step #6 Attach the Backstrap

Before attaching the backstrap, connect both the Speaker Harness(H) and Power 
Harness(I) to the female plug of the Main Wiring Harness(G). If you are using the 
Bluetooth Mic(V), USB extensions, or any AUX devices, connect them at this time 
and route the cables to their proper locations. Next, you will need to secure the 
back of the radio using the supplied Backstrap(U) and mounting hardware. 

The backstrap mounts to the threads on the back of the Radio Motor using 
the Dual Thread Bolt(O), Lock Washer(Q), and 7 mm Nut(S) and can be bent or 
adjusted to align with the mounting point of the original factory radio behind the 
dash. The Rubber Stopper(T) can be added if needed to cover the Dual Thread 
Bolt. Secure the other end of the backstrap to the factory mounting point on your 
vehicle using the 10 mm Self Tapping Screw(P) or the Self Tapping Screw(R).

Factory Mounting Point

P

S
Q

O

T

U

Parts Needed | Step 6

Backstrap x(1)
Dual Thread 

Bolt x(1)

10 mm  
Self Tapping    

Screw x(1)7 mm NUT x(1)

Lock Washer x(1)

U O

S

Q P

Self Tapping Screw x(1)

Rubber Stopper x(1)

T

R

Before completing the installation with the final nuts and washers, it is IMPORTANT 
that you secure the unit to your vehicle using the supplied Backstrap to support the 

unit’s weight properly. Failure to attach the Backstrap will damage the Control Shafts 
and void your warranty. 

IMPORTANT STEP: Attach the Backstrap!
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Troubleshooting

Problem Possible Cause Action to Solve Problem

Radio will not 
turn on (no 
lights,  
no sound)

Constant +12V (yellow) wire 
not connected  or incorrect 
voltage

Check all connections are 
connected proper voltage with 
a volt meter. Voltage range: 
12-15 volts

+12V ignition/ accessory (red) 
wire not connected or incor-
rect voltage

Check +12V  
accessory (red) wire connec-
tion

Ground (black) wire  
not connected Check ground  connection

Fuse on constant +12V (yellow) 
wire is blown Replace blown fuse

No sound heard 
from unit but 
unit lights up

Volume turned  
all the way down Increase radio volume

Internal amp in  protection 
mode

Check speaker leads  
for any grounded or  
shorted wires

Wrong source mode selected
Make sure the unit is in the 
desired source mode (RA-
DIO,AUX)

Unit blows 
fuses

Possible short in wiring or 
incorrect fuse used

Make sure only fuses with cor-
rect 15 amp ratings are used 
and check all wiring connec-
tions for possible short

Battery hooked up backwards Make sure battery is  
properly connected

For replacement parts, visit our website at: 
 www.retromanufacturing.com 
Contact us by calling 888.325.1555  

or send an email to tech@retromanufacturing.com.  
(see “What’s in the Box” on pages 2-3 to confirm the part(s) needed).
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